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effect that the labeled vehicle can be
adjusted but that adjustment to other
than manufacturer specification may
be considered violation of Federal law.

(b) If the Administrator determines
that the altitude performance adjust-
ment instructions cannot be approved,
the Administrator shall notify the
manufacturer in writing of the dis-
approval. This notification shall ex-
plain the reasons for the disapproval.

(1) Within 20 working days of the
date of a notification of disapproval,
the manufacturer may file a written
appeal to the Administrator. The Ad-
ministrator may allow additional oral
or written testimony prior to rendering
a final decision.

(2) If the manufacturer files no ap-
peal with the Administrator, the dis-
approval becomes final.

(3) Within 30 days following the Ad-
ministrator’s final decision of dis-
approval, the manufacturer must sub-
mit new altitude performance adjust-
ment instructions applying to all of
the vehicles for which the disapproved
instructions applied. If these new in-
structions are not submitted within 30
days, EPA may take action under sec-
tions 203(a)(3) and 205 of the Act. If the
new altitude performance adjustment
instructions are disapproved by the Ad-
ministrator, the manufacturer may fol-
low the appeal procedures under para-
graphs (b)(1) and (b)(2) of this section.

(c) If the Administrator makes a
final decision to disapprove the new in-
structions, EPA may take action under
sections 203(a)(3) and 205 of the Act.

§86.1605 Information to be submitted.

(a) Manufacturers shall submit to the
Administrator the text of the altitude
performance adjustment instructions
to be provided to vehicle owners and
service establishments. Each set of al-
titude performance adjustment in-
structions must set forth the adjust-
ment procedure (including the installa-
tion of the label required by §86.1606) to
be followed and identify the vehicles
for which the instructions are applica-
ble. At a minimum, each set of instruc-
tions shall identify the vehicle applica-
bility by manufacturer, car line, model
year, engine displacement, engine fam-
ily, and exhaust emission control sys-
tems. Manufacturers may specify vehi-

§86.1606

cle applicability in greater detail if
necessary, but such specifications must
be identifiable to the public and the
service industry through vehicle mark-
ing or codes.

(b) The manufacturer shall submit to
the Administrator the following infor-
mation about the adjustments:

(1) Specifications of changes in cali-
brations of any component, including
the original and new calibration values
or curves;

(2) Descriptions of component addi-
tions, including a full description of
the new components along with the
configurations (sketch or drawing),
calibration values, and part numbers;

(3) Descriptions of component re-
placements, including all items in
paragraph (b)(2) of this section, for the
new parts. Also, a description of the
differences between the original com-
ponent and the new component with re-
spect to design, calibration, and func-
tion;

(4) Descriptions of any special tools
necessary to perform the adjustments.

(c) The manufacturer shall submit to
the Administrator the following eval-
uations of the adjustments:

(1) A statement that the conditions
of §86.1604 (a) (1) and (2) are not caused
by the adjustment, and supporting in-
formation for this statement con-
sisting of technical evaluations (con-
sistent with good engineering practice)
or emission test data.

(2) A statement that vehicle perform-
ance is generally unchanged or im-
proved as result of the adjustments,
and supporting information for this
statement consisting of technical eval-
uations or driver evaluations.

(3) Information that shows compli-
ance with section 202(a)(4)(A) of the
Act (which prohibits vehicles from
causing unreasonable risks to public
health, welfare, and safety).

(d) The manufacturer shall submit to
the Administrator for approval a copy
or sample of the label required by
§86.1606 and a copy of the instructions
for installation of the label.

§86.1606 Labeling.

(a) The manufacturer shall make
available to the public as part of the
altitude performance adjustment in-
structions the labels described in this
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